
Setup of Robotic Hand

Sharing Compact・Collaborative RobotWelding Fixture・Pallet Change

Location Clamp (model SWQ/SWT) with 3μm locating repeatability requires no re-teaching or misalignment 

correcting of the robot when the robot is changed between applications. Anyone can setup the robot.

A single robot can be used for both "Fixture A" and 

"Fixture B" that have different operations. Transfer 

and set up the robot to generalize operations.

No Re-Teaching Required Even After Re-Setting the Robot

Robot Setup

Multiple workpieces can be used in this application by changing welding fixtures with Pallet Clamp. Pallet Clamp 

(model WVS) with 3μm locating repeatability enables high-accuracy pallet change and setup time reduction.

Pallet Change and High-Accuracy Locating of a Positioner 
with a Robot for Standardization of Equipment
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Moment Resistant

In case a pallet can be distorted due to its size :

Using multiple pallet clamps in an application 

enables to withstand moment.

Pallet Clamp

Easily Distorted

Pallet can be easily distorted in case of Robotic 

Hand Changer : Only single robotic hand changer 

can be installed to a pallet, because it completes 

locating of a pallet with one device.

Robotic Hand Changer

Welding Fixture Pallet

Robot Transfer Pallet

Compact Location Clamp
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